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Heavy Duty Door
Hinge, Weld To
Channel. 3 Each
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8" x #18.7 Channel
(Typ.) See Channel
Anchor Detail

HINGED DOOR

Lockset As Approved By

The City Of Scottsdale
/Woter Production Manager

8" Block WGH\

1”7 x 8" T & G Western Red
Cedar Or T & G Redwood
Siding With (8) 1/4"—20NC x
3" Carriage Bolts, Lock
Washers & Nuts Each Board

N\

1/2" Stop Bolt
Thru Square
Tubing (Front)

Gate Guide

*A See Detail /
Y
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8" Block
Wall

L
5

Va ‘ ¥ [ 1/2" ¢
/ 1 — Stop Bolt
Aligning Guide l Thru Sq.
1 L Tubing
g0 | T
Hasp Location L I — —
(Typ.) Facing ‘ I ‘ I
Out \\\ 1] N L
) 1 O? Kﬂw
8 Hx 9 W O ‘
Siding Gate m I — L
Make 2, 1
Opposite Hand - L
Welded 7’1 ||
4” Special Duty Caster 2" Square /| [~
(V—=Groove Metal Wheel) Tubing |
At Each End Of Gate
¢ 16
Opening Hﬁ‘ @j
e — —1| Concrete
ad gl a9 [ >” Track Apron
-
T 4
pal
4 < } Footing 4
<
y . <
Groutt Solid 1 1/2" & Track, 18" Long
(Typical) Each Side Of Opening ¢
/ A And 4" From Wall Face,
/ Weld Rebar To Channel Imbed In Concrete
t=— 8" x #18.7 Steel Channel ELE\/A—HON

#4 Rebar
Anchor Bolt
@ 16" 0.C.

- 21/2”

[

CHANNEL ANCHOR DETAIL

DETAIL NO.

G-3166-1

CITY OF GOODYEAR
STANDARD DETAIL

APPROVED BY:
Goodyear Standards and
Policies Committee

7/97

16' SLIDING GATE & HINGED DOOR

DETAIL NO.

G-3166-1




Western 2" |Square
Stgel Tube
%,/Red Cedar =
- e ——
S~~~ s~~~
[ I [T [T
[

T
i
1/4" Spocer/

]

5/16" @ Holes Drilled And Countersunk
Fasten With 5/16” N.C. Carriage
Bolts, Nuts And Lock Washers Thru

5/16” @ Holes
71/2" Drilled And
Countersunk
71/2° 71 Typical
3/47_| 11/4 3/4 2 1/2" 1/2,,»{ }* 1/2"
RN
& & [ ] 13~ T Dj]]
RN SR
L 1/4" Flat St. Bor—/ 3”
Hinge
5/16" ¢ Holes Drilled And Countersunk  _
Fasten With 5/16” N.C. Carriage ~
Balts, Nuts And Lock Washers Thru } »
Steel Tubing Or Steel Door — 1/2" Hole
] 1/2”
HASP DETAIL "
N.T.S.
Gate 1/4” Spacer
Typical

i Flare
| Gate Guide
;‘ I /Beyond
Weld To L
Channel | | N e e e e —=—~v——1—p1 [ T T T 7
[ —
" \1/2” Dia. Stop
ﬁ ********* ‘ |\ Bolt Thru
L L— Sq. Tubing
45" (Typ. - — — //Q/// (Back)
2|27 16" 27|27| W — ]
-
N R
: © :
0 ‘ < |
— — — ol < <+
< 9
77777 <% v
e N 6" #4 Rebar v T e
Anchor, Weld < h
1/4" Steel Plate To Track @ v J v
18" 0.C. 5 < T

| -

GATE GUIDE DETAIL P S

K 16" Cgncrete V/
< v
(MAKE 2, 1 OPPOSITE HAND) vt s T Treck Apron
N v
N v ” v o 9
: 24" Thru Gate Gpening

| W

SECTION A—A

7/97

~— Cate Steel Tubing Or Steel D HOTES:
e~ e — i . .
i | eel lubing Lr steel Loor 1. Contractor shall prime and paint all metal surfaces
‘ . . and shall seal all wood surfaces. Before application,
45° (Typ.) 3 9 .“ N the color and manufacturer of the paint and sealer
\\/‘ I shall be approved by the City.
2" 9” »
‘ 1/4” Steel Plate 2. Prior to painting, all surfaces shall be cleaned free of
concrete, mortar, rust, dirt, and any other objectional
PLAN ELEVATION materials.
3. Apply one (1) primer coat and two (2) exterior alkyd
AL‘GN‘NG GU‘DE DETA‘L gloss enamel coats to metal.
2 Required
DETAIL NO. APPROVED BY: DETAIL NO.
CITY OF GOODYEAR
G-3166-2 Goodyear Standards and 16' SLIDING GATE G-3166-2
STANDARD DETAIL Policies Committee




